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NATIVEꢀSLURRYꢀBACKFILLꢀisꢀaꢀpredictableꢀandꢀpreciseꢀstructuralꢀ
backfillꢀ materialꢀ thatꢀ usesꢀ nativeꢀ on-siteꢀ materialꢀ mixedꢀ withꢀ
cementꢀandꢀwaterꢀtoꢀcreateꢀaꢀperformanceꢀbackfillꢀ
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Nativeꢀ Slurryꢀ Backfillꢀ (NSB)ꢀ isꢀ aꢀ
controlledꢀ low-strengthꢀ materialꢀ
(CLSM)ꢀ utilizingꢀ theꢀ on-siteꢀ soils.ꢀꢀNSBꢀ
isꢀ aꢀ self-compacted,ꢀ cementitiousꢀ
materialꢀ primarilyꢀ usedꢀ asꢀ aꢀ structuralꢀ
fillꢀ orꢀbackfillꢀ alternativeꢀ toꢀcompactedꢀ
soilꢀ backfill.ꢀ Itꢀ isꢀ oftenꢀ referredꢀ toꢀ byꢀ
differentꢀ namesꢀ includingꢀ flowableꢀ fill,ꢀ
controlledꢀ densityꢀ fill,ꢀ soil-cementꢀ
slurry,ꢀandꢀunshrinkableꢀfill.ꢀꢀ
ꢀ
Itꢀ isꢀ self-leveling,ꢀ havingꢀ theꢀ
approximateꢀ consistencyꢀ ofꢀ pancakeꢀ
batter,ꢀ andꢀ canꢀ beꢀ placedꢀ inꢀ oneꢀ liftꢀ
withꢀminimalꢀ laborꢀandꢀ noꢀ vibrationꢀorꢀ
tamping.ꢀ Theꢀ Americanꢀ Concreteꢀ
Instituteꢀ (ACI)ꢀ andꢀ theꢀ Californiaꢀ Soilꢀ
Stabilizationꢀ Associationꢀ (CSSA)ꢀ
definesꢀ theseꢀ materialsꢀ asꢀ havingꢀ aꢀ
compressiveꢀstrengthꢀofꢀlessꢀthanꢀ1,200ꢀ
psi,ꢀ howeverꢀ mostꢀ currentꢀ NSBꢀ
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applicationsꢀ requireꢀ unconfinedꢀ
compressiveꢀstrengthsꢀbetweenꢀ50-300ꢀ
psi.ꢀ Thisꢀ lowerꢀ strengthꢀ isꢀ comparableꢀ
withꢀ theꢀ densityꢀ ofꢀ compactedꢀ soilꢀ
backfill,ꢀ andꢀ isꢀ engineeredꢀ toꢀ allowꢀ forꢀ
easeꢀduringꢀfutureꢀexcavation.ꢀ
ꢀꢀ

SinceꢀNSBꢀisꢀdesignedꢀtoꢀbeꢀfluid,ꢀitꢀcanꢀ
easilyꢀ beꢀ placedꢀasꢀ backfillꢀ inꢀaꢀ trench,ꢀ
holeꢀorꢀotherꢀcavity.ꢀBecauseꢀitꢀrequiresꢀ
noꢀcompactionꢀtheꢀtrenchꢀwidthꢀorꢀsizeꢀ
ofꢀ excavationꢀ canꢀ beꢀ reduced.ꢀ Soilꢀ
backfill,ꢀ evenꢀ ifꢀ compactedꢀ properlyꢀ inꢀ
theꢀ requiredꢀ layerꢀ thicknesses,ꢀ cannotꢀ
achieveꢀ theꢀ efficiency,ꢀ predictability,ꢀ
andꢀuniformityꢀofꢀNSB.ꢀꢀNSBꢀisꢀaꢀviableꢀ
replacementꢀ forꢀ costlyꢀ aggregatesꢀ andꢀ
compactedꢀ soilꢀ andꢀ isꢀ alsoꢀ aꢀ provenꢀ
mitigationꢀ forꢀ contaminatedꢀ soilsꢀ thatꢀ
typicallyꢀ wouldꢀ requireꢀ costlyꢀ
treatmentꢀand/orꢀremoval.ꢀꢀ

QUICKꢀFACTSꢀ

Uptoꢀ50%ꢀꢀcostꢀsavingsꢀ

Recyclesꢀ/ꢀreusesꢀnativeꢀsoilsꢀ

Fastꢀsetꢀtimesꢀ

SelfꢀCompactingꢀ
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GRIFFINꢀSOILꢀ
1556ꢀParksideꢀDrive,ꢀSuiteꢀ110ꢀ
WalnutꢀCreek,ꢀCAꢀ94596ꢀ

PHONEꢀ
925-862-2260ꢀ

WEBꢀ
www.GriffinSoilGroup.comꢀ

FACTꢀSHEETꢀ

NATIVEꢀSLURRYꢀBACKFILLꢀ(NSB)ꢀ

100-600ꢀcydꢀperꢀdayꢀ

50ꢀ-ꢀ1000ꢀpsiꢀUCSꢀ

EasyꢀPlacementꢀOptionsꢀ

Eliminatesꢀoff-haulꢀ

Mitigatesꢀcontaminatedꢀsoilꢀ


